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In response to customer concerns of operator ergonomics and fatigue, Westmor developed our patented
Ergoload® Deck Design. This innovative option places both the spray-fill and vapor-return lines at

waist height (about 20 inches lower than a conventional bobtail). This provides drivers with a safer,

more ergonomic and comfortable way to load their bobtails, which results in improved efficiency and

productivity.

BENEFITS

» Increased driver efficiency and productivity
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» Waist-high spray-fill and vapor-return lines
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» Safer, more ergonomic process to load a bobtail

» Reduce the potential for back strains

ERGONOMIC LOADING

Pipeline to Pump® -




OPTIONS

,50

ropane 1075
24

\\

» Standard, stainless steel deck

» Preferred by most drivers

» Quick and easy access to delivery equipment
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| OPEN ERGOLOAD DECKWITH DUAL HBSE REELS

» Meter mounted in center above the sprayfill and
vapor return lines

» Diverter valve installed after the meter to direct
product to the curbside hose reel or to the roadside
hose reel

» Improve productivity on large deliveries and routes
with commercial / agricultural accounts

» Increased driver efficiency resulting in less man
hours required

» Helps protect your investment from weather and
elements
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ENCLOSED ERGOLOAD DECK

» Designed for challenging weather and road
conditions

» Low maintenance, corrosion-resistant stainless steel
enclosure

» Helps protect your investment from weather and
elements
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